ratail

CanLeanOn

Fascia Mounted Cable Railing Assembly

36" RAIL HEIGHT = 10 LINES SEE FASTENER SHEET
42" RAIL HEIGHT =12 LINES FOR FASTENER LISTINGS

RECEIVER FITTING &
WASHER AT ONE END
WITH A STOP-END FITTING
& WASHER AT THE OTHER

@ FROM 2" sQ.
END POST
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2 LAYERS

| 8"x8"x2" SOLID
WOOD BLOCKING
(MIN.)
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FASCIA POST
CONNECTION DETAIL

GATE KIT SLEEVE

- SLVXLSQO0CBL

3 1/8" CONSECUTIVE
EXCELL SQUARE DRILL HOLE SPACING -
WELDED PICKET
TOP RAIL ¢
€1
1.72" INLINE POST WITH 2"x2"x3/16" END POST WITH
2"x2"x3/8" ANGLE x5"H 2"x6"x3/8" ANGLEX5"H |
BASE PLATE (AT BOTH SIDES) BASE PLATE ¢ -, g
3" FIRST DRILL HOLE - L’i 48" MAX. 4’4
SWAGING STUD
S4 - 1/8" CABLE
(THREADS INTO
i CABLE SIZE | DRILL HOLE SIZE
RECEIVER FITTING
2" R6-32 INLINE B1/8" B 114"
Q\ TENSION B1/8" ®15/32"
WASHER FOR FITTINGS
WREB 13 1
DELRON PLASTIC WASHER
PULL LOCK 14 4
FITTING
WITH CAP i =
PUL4-2.03

DURARAIL.COM

THE MATERIAL CONTAINED HEREIN IS PROPRIETARY TO EXCELL RAILING SYSTEMS LTD, THE MANUFACTURER OF DURARAIL RAILING SYSTEMS,
AND SHALL NOT BE REPRODUCED, DISCLOSED, OR USED FOR ANY OTHER PURPOSE WITHOUT THE WRITTEN APPROVAL OF EXCELL RAILING SYSTEMS LTD



