INSIDE PERIMETER DETAIL - RAISED CURB DOOR
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— Pre-fabricated Sill Pan

(Optional - by others).

‘Duradek’ membrane under
door frame & shim (by
others).

Pre-finished metal flashing
(optional - by others).
Fasteners to have neopreng
heads & be fastened
through butyl tape.

Slope

Patch in sides of opening
with Duradek Membrane

‘Duradek’ membrane to

cover rough opening \’Z/

(level with end dam)

&" min

ACCORDANCE WITH GOVERNING BUILDING CODES.

AS A SUPPLIER OF FINISHED PRODUCT ONLY, DURADEK DOES NOT ASSUME RESPONSIBILITY FOR ERRORS IN

NOTE: DESIGN, ENGINEERING, OR DIMENSIONS. THE ARCHITECT, ENGINEER, SPECIFIER, CONTRACTOR OR OWNERS'
———  REPRESENTATIVE MUST VERIFY ALL DIMENSIONS, SIZES, AND SUITABILITY OF DETAILS, AND ARE IN

D R A D E K LT D CANADA Tel: (604) 591-5594 Fax: (604) 591-3100
. UNITED STATES

Tel: (816) 421-5830 Fax: (816) 421-2924

ALL ASSEMBLIES

SYSTEM: DATE: 3 / O&/ 04 DRAWING No
rev.oare: O3/0O 1 /23 15-03




