OUTSIDE PERIMETER DETAIL - PVC COATED METAL FLASHING
FLASHING ENDS OVERLAPPED AND SEALED

Plywood 1s recessed
(routered/power planed)
Duradek membrane so PVC coated metal flashing
heat welded to PVC sits flush with substrate

coated drip flashing 2% S|
o Dlope

Flashing Ends - Overlap —————#=
PVC coated flashing ends
by 3/4". Crush a 3/8"
polyurethane caulk bead
between the two tightly
nested flashing pieces to
seal the overlap.

(See NOTE)

Polyurethane caulk
(continuous)

Flashing Corners

(not shown) waterproofing
seal 15 accomplished by
PVC deck membrane
nstallation.

AS A SUPPLIER OF FINISHED PRODUCT ONLY, DURADEK DOES NOT ASSUME RESPONSIBILITY FOR ERRORS IN
NOTE: DESIGN, ENGINEERING, OR DIMENSIONS. THE ARCHITECT, ENGINEER, SPECIFIER, CONTRACTOR OR OWNERS'
—=————  REPRESENTATIVE MUST VERIFY ALL DIMENSIONS, SIZES, AND SUITABILITY OF DETAILS, AND ARE IN
ACCORDANCE WITH GOVERNING BUILDING CODES.
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