
DECK CONSTRUCTION: To meet code 
STRUCTURAL DEFLECTION: L/360 min. 
DECK SLOPE: 2%, 1/4:12 
VENTILATION: To meet code 
ROUGH DOOR OPENING CLEARANCE:  
3.5” - 6”  (90mm - 150mm)  

PLYWOOD GAP: 3/32” 

DRIP EDGE: 
Plywood to drip edge 





• 

• 

• 

Recommended Top Layer Overlay Acceptable Top Layer Overlay 
23/32” (18.5mm) T&G plywood: refer to “Recommended” plywood specifications  19/32” (15.5mm) T&G plywood: refer to “Acceptable” plywood specifications 

Cement board: min. 1/2” (12.5 mm) installed per manufacturer’s specifications 
This will achieve Class ‘A’ fire rating substrate requirements Duradek’s ICC-ES Report (ESR-2151)  1/2” (12.5 mm) Exterior grade square edged plywood 

Acceptable Wall/Parapet/Curb Sheathing 
½” (12.5mm) plywood: refer to “Acceptable” plywood specifications 

https://www.rustoleum.com/~/media/DigitalEncyclopedia/Documents/RustoleumUSA/TDS/English/CBG/Zinsser/BIN-03_B-I-N_Shellac-Base_Primer_Ultimate_Stain_Blocker_TDS_1.ashx
https://www.rustoleum.com/~/media/DigitalEncyclopedia/Documents/RustoleumUSA/TDS/English/CBG/Zinsser/BIN-03_B-I-N_Shellac-Base_Primer_Ultimate_Stain_Blocker_TDS_1.ashx

